SNMP Web Pro Firmware Upgrade SOP(Through web)
Step 1 : unzip SNMP_FirmwareXXX.rar. (password: 123).

Step2 : Close the firewall. (optional)
Step3 : Open SNMP Web Manager.

Step4 : Scan to obtain the SNMP web Pro IP address to be updated online. Refer to
Diagram 1-1. Then open the web address in the browser. Refer to Diagram 1-2.
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Step5 : Click “Firmware Upgrade” to update online. Refer to Diagram 1-3. Then
click “Select” button to choose program file.
NOTE: Program file will be named upgradeXXX.tar.gz
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Step6 : Click “Upgrade” button to execute upgrade action. Refer to Diagram 1-4.
NOTE: Need password, default 12345678.
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Step7 : When upgrade is complete, SNMP web Pro will restart . You can follow the
prompts on the page. Refer to Diagram 1-5.

& SNMP web pro x o+ v - X

€ > C A T 19216816042 o % &

Information upgrade1_1_8_8_20211023 tar.gz

“When upgrade successful the system will reboot.

UPS setting
Status:
—Upgrade package is selected.
Control -—Try to upload upgrade package to server.
Please don't leave and refresh this page!
Please wait...
—Upload successfull
—Try to extract upgrade package.
Please don't leave and refresh this page!
Please wait...
—Extract successfull

System configuration

—Try to upgrade
Please don't leave and refresh this page!
Please wait ..

—Upgrade is in progress.

Please don't leave and refresh this page!
The web server will stop!

Please refresh the browser after 30 seconds to check the upgrade result!
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